ZANOTTI Spa

Via M.L. King, 30

46020 - Pegognaga (MN) - ITALY

Technical specifications
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ZANOTTI info@zanotti.com
a member of DAIKIN group
Model: Class:
BSB117DA11XX Uniblock SB
Technical data
Ch teristi M.U. Val ——r "“—-‘___\_h
L JANOTTI EE==S=E . e
Working temperature °C -15+-25 ‘ ZZA gnelo:k E—":E-:'-..'.-—'-"—E e
S=s=tsmeeseet e
Starting mode Direct By T e
:—-—_:n-_==$=;-=’ - -
Voltage Volt-Ph-Hz 230/1/50 Smmmmmm—mm——— b
Rated input kw* 1,00 ._'.:_.:_-:'.—:::::—E I'-'q'-"-?z
- oy o oy T e
Rated input Amp* 6,00 SES=Ss=semese=s - =
Sssseesemess T
Peak current Amp 43,0 e mem e e
. '-.'._'-,'_-.-------."T'_'.-'--="-.;_-= -M'E'-__""'
Max current Amp 11,3 '*——"-—"-?:;—_:—E -"':"'"-‘, -
Refrigerant R452A -
GWP 2140 *il —_—
Defrost Hot gas ok
Mass Kg 68
Compressor
P Power data
Type Hermetic
P Tc [Ta | P | P |V120 V100 ]|v80
Nominal power kw 1,3 9C | °C | watt | Kcal/h | m3 m2 | m3
20 |1532| 1318 | 12 11 | 9.4
25 |1437| 1236 | 10 g2 |78
Condenser -15 | 30 |1248| 1159 | 9.1 | 8.1 | 7.1
Air flow m3/h 750 35 |1258| 1082 7.9 7 5.2
40 |1159| 397 68 | 61 |53
20 |1334| 1147 | 89 | 7.9 | 69
Evaporator 25 |1250| 1075 | 7.9 7 | &2
Air flow m3/h 550 -20 | 20 |1162| 999 6,8 6,1 5.3
Al throw e 4 35 |1074| 3924 58 | 52 |45
40 | 985| 847 | 4,9 | 44 | 3.8
20 |1121| 964 64 | 57 5
PED Category 0 25 [1048| 901 5.6 5 4,4
25| 30 | 969| 833 | 48 | 43 | 3.7
35 | s86| 7e2 4 260 [z
40 | Bo04| 691 32 | 28 |25

* When normally running: -20 + +30°C

** Use air throw as a base. Air throw is affected by many factors such as

height of room, product storage, location of evaporator, etc.
Tc: Coldroom temp. - Ta:External temp.
P: Refrigerant capacity - V: Reccomended cold-room volume




Dimensioni - Dimensions - Dimensions

Abmessungen - Dimensiones SB1
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Schema di montaggio - Mounting scheme - Schema de montage
Montageschema - Esquema de montaje
- Scarico acqua di condensa @ 10
k. / - gondlensaie dra"a line adio !
- Ecoulement eau de condensation g 10
2 719 * 80, 620 - KondensatablaBrohr @ 10
o - Desaglie agua de condensacion g 10
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:.Ii%fl?em N -Iniettare silicone su tutto il perimetro del convogliatore.
-Inject silicone seal round the whole perimeter of the conveyor.
-Injecter silicone sur tout le perimetre du convoyeur.
‘ 550 -Spritzen Silikon auf den ganzen Konveyorperimeter ein.
-Inyectar silicona sobre todo el perimetro del transportador.

* Raccomandazioni in sede di installazione e per il contrallo fornite sul manuale di installazione

* To be advised at time of order for factory installation and operating instructions

* Recommandations au moments d'installations et pour le contrdle fournis sur le manuel d'installation

* Empfehlungen fiir die Installationsphase und zur Kontrolle, die im Handbuch zur Installation enthalten sind

* Por cuanto respecta a recomendaciones de instalacién y control ver manual de instalacion

Massa e misure imballi - Packing mass and dimensions - Masse et dimensions emballages
Verpackungsmasse und-abmessungen - Masa y medidas del embalaje
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MASSA-MASS-MASA-MASSE-MASSE
14 Kg
VOLUME - VOLUME - VOLUME - VOLUMEN . VOLUMEN
0,40 m*
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ZANOTTI S.p.A.



